
JPA PT/JPC PT/ 
JPD PT/JPA/JPC

net.grundfos.com/qr/i/99022277

GRUNDFOS INSTRUCTIONS



2 3

Min./Max. 0 °C / +35 °C

Min./Max. 32 °F / 95 °F

Min./Max. 0 °C / +40 °C

Min./Max. 32 °F / 104 °F

GAS / NPT

JPA JPA PT-HJPA PT-V

Max. 8 bar

Max. 116 PSI



4 5

Min./Max. 0 °C/+35 °C (60 °C)

Min./Max. 32 °F / 95 °F (140 °F)

Min./Max. 0 °C / +35 °C

Min./Max. 32 °F / 95 °F

Max. +40 °C (+55 °C)

Max. 104 °F (131 °F)

Min./Max. 0 °C / +40 °C

Min./Max. 32 °F / 104 °F

GAS / NPT

GAS / NPT

Max. 6 bar 

Max. 87 PSI

Max. 6 bar

Max. 87 PSI

JPC JPC PT-V



6 7

Min./Max. 0 °C / +35 °C

Min./Max. 32 °F / 95 °F

Min./Max. 0 °C / +40 °C

Min./Max. 32 °F / 104 °F

GAS / NPT

JPD 4-47, 4-54

Max. 6 bar/87 PSI

JPD 5-61, 8-62

Max. 8 bar/116 PSI

JPD PT-V EJECTOR



8 9

Max. 8 m / 26 ft

0/Off

1/On

Max. 8 m / 26 ft

0/Off

1/On

JPA/JPC JPA PT-V/JPC PT-V



10 11

Max. 8 m / 26 ft

0/Off

1/On

JPA PT-H

Max. 27 m / 88 ft

JPD PT-V

0/Off

1/On



12 13

1A 1B

2 x 4 x

2 x

JPA PT-HJPA / JPA PT-V / JPC / JPC PT-V / JPD PT-V



14 15

2A 2B

JPA PT-VJPA/ JPC



16 17

2D

JPC PT-VJPA PT-H

2C



18 19

2E

JPD PT-V



20 21

3 54



22 23

6A

Max. Ø < 1 mm  
/ 0.04 inch

OFF

ONON

JPA PT-V / JPA PT-H/ JPC/ JPC PT-V / JPD PT-V



24 25

OFF

ONON

JPA

6B



26 27

product-selection.grundfos.com



GRUNDFOS Holding A/S
Poul Due Jensens Vej 7
DK-8850 Bjerringbro
Tel: +45 87 50 14 00
www.grundfos.com
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