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POLAR BEAR

NMpumeHeHue

Oarumk npegHasHa4vyeH anga naMepeHua Temneparypbl pr6 N U30THYTbIX
NOBEPXHOCTEN. OH paapaGOTaH Aana  ucnonb3oBaHUA B CUCTeMax
ynpasneHua u uHgnkauumn.

UcnonHeHune
ST C1/PT1000 [MaccuBHbLIN 4aT4MK C HyBCTBUTENbHBLIM 3NIEMEHTOM
PT1000

EBpOHeﬁCKMe HOPMbI U CTaHAAPTLI

EMV: EN60730 1 (2000) Nomexo3alLmnieHHOCTb
EN60730 1 (2000) SneKkTpoMarH1THbIN LyM
89/336/EWG 3OnekTpomarHutHasi COBMECTUMOCTb MO
EMV

CE Conformity:

TexHU4yeckune XapPaKTepucTukun

[OunanasoH n3amepeHua

Temneparypbi: 35°C...+120°C

Kopnyc: Moneamua, 6enbi LUBET
CeHcopHas BTyrka: Menb

CreneHb 3aLmnTbl: IP65

YyBcTBUTENBHBIA anemeHT:  PT1000

Tok namepeHus: <1mA

Cxema nogkmnoyeHus: 2 X npoBogHas

max. cedeHue kabens 1.5Mm?
BBopg kabens: M16 ans kabens makc. D=8mm
Temneparypa

OoKpy>KatoLen cpeabl: 35°C...+60°C

Bec: 80r

Application

For measuring temperature on pipes and arched surfaces.

Designed for locking on to control and display systems.

Types available

ST C1/PT1000

Passive, with sensor PT1000

Norms and Standards

EMV: EN60730 1 (2000) Interference resistance
EN60730 1 (2000) Emitted interference

CE Conformity:

Technical Data

Measuring range:
Enclosure:

Sensor bushing:
Protection:
Measuring elements:
Measuring current:
Connection:

Cable entry:
Ambient temperature
enclosure:

Weight:

89/336/EWG Electromagnetic compatibility EMV

35...+120°C
Polyamide, Colour white
Brass

Typ. <1mA

2pole (two wire)

Terminal screw max 1,5mml

Single entry, M16 for cable max. D=8mm

35...+60°C
80g




CtpaHuua 2

MoHTax ¥ nopknoyeHne anekTpoobopyaoBaHUS [OSMKEH BbIMOMHATH
KBanMULMPOBAHHbIN 3NIEKTPUK.

Heponyctumo nioboe wncnonb3oBaHMe [aTyvMkoB B 06OpygoBaHWM, OT
KOTOPOro HanpsiMyto Uiy KOCBEHHO 3aBUCUT XW3Hb U 300POBbE NoAeN, a
Takke, KOTOPOE MOXET NPeacTaBnsiTb OMNACHOCTb AN NOAEN, KUBOTHbLIX
UV UMyLLIeCTBa.

BHumaHue BHuMaHve

3neKTquecxoe nogkno4yeHue

YcTponcTBa CKOHCTPYMpPOBaHbl ANA HWU3KOro HanpsbkeHus. [Mpwu
NOAKMIOYEHUN YCTPONCTBA MOMb3yWTECH TEXHUYECKOW AOKyMeHTauMewn.
[Mpy ncnonb3oBaHMM NaccuBHbIX AaTynkoB (k npumepy, PT1000 n Tomy
NoAOOHbIX) B WCMOMHEHWM C 2 X MNPOBOAHOW CXEMOW MNOAKMIOYEHNS
yuYMTbIBaTe COMPOTMBIIEHWE MnofkMovaemMoro kabens. Bbicokui TOK,
NPOXOAALMIA Yepe3 AaTuuK, MOXET BHECTV MOrPeLlHOCTb B U3MEpPeHUe,
MO3TOMY Curia Toka He AormkHa npeBbiwaTtb TMA.

MoHTax

YcTponcTBa MOCTaBNSOTCA MOMHOCTLIO MOArOTOBNEHHBIMU K 3KcrnnyaTa
umn. 3akpenute AaTtyvK OOXMMHBIM XOMYTOM. [Insi nMy4luero KoHTakta
[aryvka C yCTaHOBOYHOW MOBEPXHOCTbI UCMONb3ynTe TepmonacTy. Bo
n3bexaHne o6pa3oBaHUsi KOHAeHcaTa YycTaHaBnvBanTe JdaTyuk Mo
BO3MOXHOCTW Ha BEPXHEW 4acTu TpyObl.

KomnnekTauusa

1. Oatunk ST C1/PT1000
2. XoMyT Ans kpenneHus Ha Tpyby Ao 2“ 1 Tepmonacta (o6bem 0.5cM°)
3. IHCTpyKumsi Ha pyccKoM SA3blke

Cxema nogknroyeHus

Terminal Connection Plan
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2-X NPOBOAHOE NOAKITHYEHNE
2-wire
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Caution

The installation and assembly of electrical equipment may only be
performed by a skilled electrician.

Security Advice

The modules must not be used in any relation with equipment that supports,
directly or indirectly, human health or life or with applications that can result
in danger for people, animals or real value.

Electrical Connection

The devices are constructed for the operation of protective low voltage
(SELV). For the electrical connection, the technical data of the
corresponding device are valid.

Specially with regard to passive sensors (e.g. PT1000 etc.) in 2 wire
conductor versions, the wire resistance of the supply wire has to be
considered.

Due to the self heating, the wire current affects the accuracy of the
measurement. Thus, the same should not exceed 1mA.

Mounting Advice

Fixing by tightening strap. Use contact fluid for better heat transfer between
sensor and measuring medium. To avoid permeation of condensate, mount
sensor on top of the tube, if possible.

Included

1. Sensor ST C1/PT1000
2. Tightening strap for 2“ pipes and syringe with contact fluid 0,5cmi
3. Datasheet

Pasmepbl (Mm)

Dimensions (mm)
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